ABBREVIATIONS DISCONNECT INCOMING WIRES FROM:

a) 150 KVA ,120/208 VOLTS TRANSFORMER CLUSTER SECONDARY SIDE

A AMPERE

APPD APPROVED \o NUMBER (2) INSTALL:
ATS AUTOMATIC TRANSFER SWITCH P POLE ov INSTALL THE 400A, 3P, AUTOMATIC TRANSFER SWITCH A>._.mV ON THE
BLDG, B. BUILDING PRI PRIMARY NEW CONCRETE PAD
C.B. CIRCUIT BREAKER PSI POUND PER SQUARE INCH ©)
COND CONDUIT PVC POLYVINYL CHLORIDE INSTALL FEEDER
DP DISTRIBUTION PANEL REV REVISION a) ENCLOSED 400A, CIRCUIT BREAKER TO THE 400 AMPS. ATS
m.os il RE  REPLACE EMERGENCY (4) INSTALL GENERATOR CABLE TO ATS, FROM ATS TO CB ENCLOSURE.
EG EMERGENCY GENERATOR SEC ~ SECONDARY
FT FEET STD STANDARD @ INSTALL THE GF 125 KW, 3P, AMO\Nom V AND INTEGRATED DIESEL TANK, AT INDICATED
GALV GALVANIZED SHT SHEET LOCATION. GENERATOR SHALL HAVE NEOPRENE GASKETS FOR VIBRATION
KW KILOWATT THHN 90 DEGREE CENTIGRADE BUILDING WIRE VINYL JACKET
MAX MAXIMUM TYP TYPICAL @ ALL EXISTING CIRCUITS SHALL BE REWIRED AND/OR RE—ROUTED TO THE
MCM  THOUSAND CIRCULAR MILS % TRANSFORMER EXISTING 150 KVA TRANSFORMER AND TO THE JB ADJACENT TO THE GEN.
MIN MINIMUM IN ORDER TO BE POWERED FROM THE GENERATOR DURING AN EMERGENCY
"D MOUNTED RGC RIGID GALVANIZED CONDUIT
MTS MANUAL TRANSFER SWITCH \% VOLTS @ CONTRACTOR SHALL RE—WIRED AND TEST ALL EQUIPMENT TO PROPER OPERATION
N3—R NEMA STANDARD, RAINTIGHT w/ WITH
NEMA NATIONAL ELECTRICAL MANUFACTURER ASSOCIATION  XHHW HIGH TEMPERATURE CHEMICALLY CROSS—LINKED Q CONTRACTOR SHALL SAW CUT THE EXISTING SECONDARY RISER TO
NOT TO SCALE POYETHYLENE JACKETED SMALL DIAM. BLDG. WIRE
NTS POYETHYLENE JAGKETED SMALL DIAM. BLDG. WIRE INSTALL THE JUNCTION BOX Ammm DETAIL werEV
@ BOTH EQUIPMENT SHALL BE ATTACHED WITH BOLTS AND NUTS. A NEOPERENE
GASKET SHALL BE INSERTED BETWEEN BOTH EQUIPMENT
6 NEW CONCRETE PAD FOR THE GENERATOR —-SET

AND DIESEL TANK
CONNECT ALL CONDUITS WITH REQUIRED BUSHINGS, LOCKNUT,HUBS, AND END BELLS

CONNECT ALL EXISTING SECONDARY TRANSFORMER WIRES TO C.B. WITH 350 MCM

® G

PROVIDE TOPSOIL AND SODDING

AT ALL DISTURBED AREAS

PREPA’S PRIMARY LINES
FINISHED GRADE @ EXISTING 4—4" PVC, CONDUITS TO BE WIRED WITH 4 SETS (2 # 350 MCM) CABLES
(2 SETS PER EACH 4" CONDUITS). USE BUTT CONNECTORS FOR SPLICING.

R CONTRACTOR SHALL SUPPLY ALL NECESSARY FUEL PUMPS AND ACCESSORIES FOR

S£_90% COMPACTED BACKFILL T FUEL TRANFERS FROM EXT. TANK TO GENERATOR TANK
IN 8" LAYERS MINIMUM
PVC YELLOW WARNING
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